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> IOT完了製品

スペック

対応周波数 EC25-J: 
LTE FDD:
B1/3/8/18/19/26 
LTE TDD: B41 
WCDMA: B1/6/8/19

カテゴリ Cat.4

⾳声 / データ対応 ⾳声・データ対応

SIMカード Size:- 
Compatible SIM for KDDI
Network: 
au Nano IC Card 04 
au Nano IC Card 04 LE

製品ページ 

本ページ掲載のモジュールを使⽤した製品開発をご検討中のデベロッパー
様も、会員登録をお申し込みください。

EC25-J, EC25-J MINIPCIE Quectel
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製品概要
Quectel EC25-JはM2M、IoTアプリケーションに特化したLTEカテゴリー4に対応したモジュ
ールです。  
通信速度: 
LTE：Category4, 150Mbps DL/50Mbps UL 
インターフェース:
(U)SIM/USB/UART/PCM/ADC/I2C/SDIO
アンテナ:
MAIN,DRX,GNSS
制御コマンド:
ATコマンド
温度範囲:
動作温度：-40〜85℃
保存温度：-40〜90℃

お問い合わせ先
Quectel Wireless Solutions Co.,Ltd. 
Contact person: Dong Eun Jang 
eric.jang@quectel.com
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Spceifications

Supported
Frequency

EC25-J: 
LTE FDD:
B1/B3/B8/B18/B19/B26 
LTE TDD: B41 
WCDMA: B1/B6/B8/B19

Category Cat.4

Supported
Feature

Voice Call/Data Support

SIM Card Size:- 
Compatible SIM for KDDI
Network: 
au Nano IC Card 04 
au Nano IC Card 04 LE

Product Page 

Customers who wish to use IOT-verified modules are also advised to
register to our website.

EC25-J, EC25-J MINIPCIE Quectel

Product summary
Quectel EC25-J is LTE category 4 module optimized specially for M2M and IoT
applications.  
Speed: 
LTE：Category4, 150Mbps DL/50Mbps UL 
Interface: 
(U)SIM/USB/UART/PCM/ADC/I2C/SDIO
Antenna:
MAIN,DRX,GNSS
Control:
AT command
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Temperature:
Operation：-40〜85℃ 
Storage：-40〜90℃

Inquiries
Company name: Quectel Wireless Solutions Co.,Ltd. 
Contact person:Dong Eun Jang 
Contact information:eric.jang@quectel.com
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